QIF Library 2.0

Data dictionary for QIF Library Traceability.xsd (normative)

schema location: .\QIFLibrary\Traceability.xsd

attributeFormDefault:  unqualified
elementFormDefault: qualified

targetNamespace: http://qifstandards.org/xsd/qif2

Complex types
ActualProductTraceabilityType
EnvironmentsType

EnvironmentType

ErrorsType

InspectionProgramType
InspectionSoftwareltemsType
InspectionTraceabilityType
ManufacturingProcessTraceabilitiesType

ManufacturingProcessTraceabilityType
PartialinspectionType
PrelnspectionTraceabilityType
ProcessParameterType
ProductTraceabilityType
TimeDescriptionType
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Simple types
InspectionModeEnumType
InspectionScopeEnumType

TimeDescriptionEnumType
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complexType ActualProductTraceabilityType

diagram
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children

SampleNumber LotNumber ReportNumber ManufacturingProcessld Fixtureld NotableEventlds NotedEventlds
InspectionStart InspectionEnd InspectionSoftwareltems InspectionProgram InspectionOperator
MeasurementDevicelds ProductEnvironments Errors

annotation

documentation
The ActualProductTraceabilityType defines traceability information for a part or assembly.

element ActualProductTraceabilityType/SampleNumber

diagram .
i SampleNumber |
type | xs:string
; minOcc 0
roperties

prop maxOcc 1
content  simple

annotation documentation

The optional SampleNumber element is the number assigned to a product with less restriction than Serial Number. e.g. in
a Factorial Designed Experiment each product will be assigned a 'run number'.

element ActualProductTraceabilityType/LotNumber

diagram

EELotHumber :

type

xs:string
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. minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation

The optional LotNumber element is the number of the lot from which the sample is drawn.

element ActualProductTraceabilityType/ReportNumber

diagram T K
' Fteporthlumber:
type | Xs:string
. minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation

The optional ReportNumber element is the number assigned to the report corresponding to the reported data. If AS9102A
forms are being used, this may be used as the value of the FAI (First Article Inspection) Report Number field.

element ActualProductTraceabilityType/ManufacturingProcessld

diagram

—_——

| UIFRe:erenceFullT','pe_l

Hsttributes |

type

QIFReferenceFull Type

properties

minOcc 0
maxOcc 1
content complex

attributes

Annotation
documentation
The optional
asmPath
attribute is an
id which must
be used for
locating of the
assembly path
within the
AsmPaths.
The assembly
path
(instantiation
chain)
unambiguously
identifies a
model entity
within an
assembly.

Name Type Use Default Fixed

asmPath QIFIdType

annotation

documentation
The optional ManufacturingProcessld element is a reference to the traceability information for the manufacturing process

used to create the product.
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element ActualProductTraceabilityType/Fixtureld

ANSI/QIF Part 2-2014

diagram | OIFRE"erenceFuIIT','pe_|
| Elattributes |
__F'_’f‘_“_’?_"_’_'?'T V||
——— |
type | QIFReferenceFullType
: minOcc 0
properties maxOoce 1
content  complex
; Name Type Use Default Fixed Annotation
attributes asmPath QIFIdType documentation
The optional
asmPath
attribute is an
id which must
be used for
locating of the
assembly path
within the
AsmPaths.
The assembly
path
(instantiation
chain)
unambiguously
identifies a
model entity
within an
assembly.
annotation documentation
The optional Fixtureld element is a QIF reference to a fixture defined in the setup of a measurement plan.

element ActualProductTraceabilityType/NotableEventlds

diagram e —
|Arra','Re=erent:eFuIIT','pe |
| Bsttributes |
i NotableEventids [ |
| 1.0
L |
type | ArrayReferenceFullType
. minOcc 0
roperties
prop maxOcc 1
content  complex
children | Id
attributes Name Type Use_ Default Fixed Annotation _
N NaturalType required documentation
The required
N attribute
shows how
many Id
elements are
present in this
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array.
. documentation
annotation . . . .
I The optional NotableEventlds element is a list of QIF ids of notable events.
element ActualProductTraceabilityType/NotedEventlds
diagram r—
|.C-\rrﬁ','Re"erent:eFuIIT','pe |
| Slsttributes |
! NotedEventids [] |
| 1.2
L |
type | ArrayReferenceFullType
. minOcc 0
roperties
prop maxOcc 1
content complex
children | Id
attributes Name Type Use_ Default Fixed Annotation _
N NaturalType required documentation
The required
N attribute
shows how
many Id
elements are
present in this
array.
: documentation
annotation . . . .
The optional NotedEventlds element is a list of QIF ids of noted events.

element ActualProductTraceabilityType/lnspectionStart

diagram

type | xs:dateTime

minOcc 0
maxOcc 1
content __simple

properties

annotation documentation
The optional InspectionStart element is the date and time in GMT (not local time) when the inspection started.

element ActualProductTraceabilityType/InspectionEnd

EEInspec‘tionEnd E

diagram

type | xs:dateTime

minOcc 0
maxOcc 1
content  simple

properties

annotation documentation
The optional InspectionEnd element is the date and time in GMT (not local time) when the inspection of the product

completed. For systems that do both inspection and analysis, it would imply completion of both inspection and the
analysis.
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element ActualProductTraceabilityType/lnspectionSoftwareltems

diagram | e —
| Inspection SoftwareltemsType |
| - |
E InspectionSoftwareltems E‘TEE‘LJ' Analysis Software |
| 0.x |
| L-J CADSoftware |
| z 0.© |
| '——J: DMESoftware I
e . |
type | InspectionSoftwareltemsType
: minOcc 0
roperties
prop maxOcc 1
content _complex
children | InspectionProgramGenerationSoftware InspectionProgramExecutionSoftware AnalysisSoftware CADSoftware
DMESoftware
annotation documentation

The optional InspectionSoftwareltems element is a list of software used in the inspection.

element ActualProductTraceabilityType/lnspectionProgram

diagram —
| InspectionProgramType |
© InspectionProgram [ ==} TR I
: Author |
L _
type | InspectionProgramType
; minOcc 0
roperties
prop maxOcc 1
content  complex
children | FEile Description FormalStandard Author
annotation documentation

The optional InspectionProgram element gives information about a program (such as a CMM program) used or to be
used to inspect the product.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)




QIF Library 2.0

element ActualProductTraceabilityType/lnspectionOperator

ANSI/QIF Part 2-2014

diagram

type | EmployeeType

: minOcc 0
roperties
propert maxOcc 1

content _complex

children | Name Employeeld Shift
annotation documentation

The optional InspectionOperator element gives information about the person who operated the inspection device that

gathered the data being reported.

element ActualProductTraceabilityType/MeasurementDevicelds

diagram
i MeasurementDevicelds [
type | ArrayReferenceFullType
. minOcc 0
roperties
prop maxOcc 1
content complex
children | Id
attributes Name Type Use_ Default Fixed Annotation .
N NaturalType required documentation
The required
N attribute
shows how
many Id
elements are
present in this
array.
annotation documentation

The optional MeasurementDevicelds element is a list of references to the measurement devices used in the inspection.

element ActualProductTraceabilityType/ProductEnvironments

diagram

r———————

EnvironmentsType
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type | EnvironmentsType

minOcc 0
maxOcc 1
content complex

properties

children | Environment

documentation

annotation . . . . . . . .
The optional ProductEnvironments element is a list of environments recorded during the inspection.

element ActualProductTraceabilityType/Errors

diagram l—
| ErrorsType

type | ErrorsType

minOcc 0
maxOcc 1
content complex

properties

children | Error

documentation

annotation . . .
The Errors element is a list of any errors that occurred during the measurement process.

complexType EnvironmentsType

AT (enaronmentsType :
EnvironmentsType [ = Environment [+
(| Environment [

1.

children | Environment

element ActualProductTraceabilityType/ProductEnvironments

used by

documentation

annotation . ) . . .
The EnvironmentsType defines a list of environment instances.

element EnvironmentsType/Environment

diagram

Environment ]
_?I

1.=

type | EnvironmentType
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minOcc 1
maxOcc  unbounded
content  complex

properties

children | Attributes ObjectTemperature AmbientTemperature RelativeHumidity DateAndTime TimeDescription

documentation

annotation . . . . . .
Each Environment element gives information about an environment record instance.

complexType EnvironmentType

diagram R .
’ r--_ Attributes
: WA

'
| emmmmmmmmmmmmm o mmm oo -
'

=
-

+ ObjectTemperature

.

EnvironmeniType [-]

= DateAndTime

L—J: TimeDescription

children | Attributes ObjectTemperature AmbientTemperature RelativeHumidity DateAndTime TimeDescription

element EnvironmentsType/Environment

used by

documentation
The EnvironmentType defines information about the temperature and/or humidity at a particular time during a
measurement process.

annotation

element EnvironmentType/ObjectTemperature

diagram
| ActualTemperatureValueType

| Hsttributes
| § decimatpraces |
I

| ObiectTemperature [} | | combineduncertainty '

type | ActualTemperatureValueType

’ : minOcc 0
properties maxoce 1
content  complex
attributes Name Type Use Default Fixed Annotation
decimalPlaces xs:nonNegativelnteger documentation
See documentation of
SpecifiedDecimalType.
significantFigures xs:nonNegativelnteger documentation
See documentation of
SpecifiedDecimalType.
combinedUncertainty NonNegativeDecimalType documentation
The optional

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 9




QIF Library 2.0

ANSI/QIF Part 2-2014

meanError NonNegativeDecimalType

temperatureUnit xs:token

combinedUncertainty
attribute is a value
expressing the
combined uncertainty
assigned to the
SpecifiedDecimalType.
documentation

The optional meanError
attribute is a value
expressing the mean
error assigned to the
SpecifiedDecimalType.
documentation

The optional
temperatureUnit
attribute defines the
UnitName for the
TemperatureValueType.

annotation documentation

attached.

The optional ObjectTemperature element is the temperature of the product or feature to which an environment instance is

element EnvironmentType/AmbientTemperature

diagram r- - - T
| ActualTemperatureValueType

Hattributes
| i decimalPlaces

R L 1 || fememmmmememeaeaaan I

AmbientTemperature :|—| :comblnedUncertalnty:

|
| {empersurtne

type | ActualTemperatureValueType

: minOcc 0
propertles maxOce 1
content complex
attributes Name Type _ Use Default Fixed Annotation
decimalPlaces xs:nonNegativelnteger documentation
See documentation of
SpecifiedDecimalType.
significantFigures xs:nonNegativelnteger documentation

combinedUncertainty NonNegativeDecimalType

meanError NonNegativeDecimalType

See documentation of
SpecifiedDecimalType.
documentation

The optional
combinedUncertainty
attribute is a value
expressing the
combined uncertainty
assigned to the
SpecifiedDecimalType.
documentation

The optional meanError
attribute is a value
expressing the mean
error assigned to the
SpecifiedDecimalType.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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temperatureUnit xs:token documentation
The optional
temperatureUnit
attribute defines the
UnitName for the
TemperatureValueType.

annotation

documentation
The optional AmbientTemperature element is the temperature of the air in the area in which the inspection is performed.

element EnvironmentType/RelativeHumidity

diagram e —
9 I—Ac:LmIDecinmlT','pe _l
| Hattributes :
| ! decimalPlaces |
" RelativeHumidity ; signicantFigures . :
| i combinedUncertainty |
| ! meanError | |
type | ActualDecimalType
; minOcc 0
roperties
prop maxOcc 1
content  complex
: Name Type Use Default Fixed Annotation
attributes . . )
decimalPlaces xs:nonNegativelnteger documentation
See documentation of
SpecifiedDecimalType.
significantFigures xs:nonNegativelnteger documentation
See documentation of
SpecifiedDecimalType.
combinedUncertainty NonNegativeDecimalType documentation
The optional
combinedUncertainty
attribute is a value
expressing the
combined uncertainty
assigned to the
SpecifiedDecimalType.
meanError NonNegativeDecimalType documentation
The optional
meankError attribute is
a value expressing the
mean error assigned
to the
SpecifiedDecimalType.
annotation documentation

The optional RelativeHumidity element is the relative humidity of the air in the area in which the inspection is performed.
The RelativeHumidity value must be between 0 and 100.

element EnvironmentType/DateAndTime

diagram = .
DateAndTime
type | xs:dateTime
properties content  simple

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 11
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annotation documentation
The DateandTime element gives the date and time at which the environment data is recorded.

element EnvironmentType/TimeDescription

diagram

type | TimeDescriptionType
; minOcc 0
roperties
prop maxOcc 1
content  complex

children | TimeDescriptionEnum OtherTimeDescription

annotation documentation
The optional TimeDescription element gives the time, relative to the inspection, at which the environment data is

measured.

complexType ErrorsType

diagram
9 ErrorsType [ ==

children | Error
elements

InspectionTraceabilityType/Errors ActualProductTraceabilityType/Errors

used by

annotation documentation
The ErrorsType defines a list of errors that occurred during the measurement process.

element ErrorsType/Error

diagram =

=

1.=

type | xs:string
: minOcc 1

roperties
prop maxOcc  unbounded
content  simple

; documentation
annotation . .
Each Error element describes an error that occurred during the measurement process.

complexType InspectionProgramType

diagram

[Inspecti onProgramType [-] ==

FormalStandard

Author

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 12
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children | File Description FormalStandard Author

used by elements InspectionTraceabilityType/lnspectionProgram PrelnspectionTraceabilityType/lnspectionProgram
ProductTraceabilityType/lnspectionProgram ActualProductTraceabilityType/lnspectionProgram

documentation

tati . X . .
annotaton The InspectionProgramType defines the inspection program.

element InspectionProgramType/File

diagram

type | FileType

properties content  complex

children | Name Version Format

annotation documentation
The File element is information about the inspection program file, include its name, version, and format.

element InspectionProgramType/Description

diagram = R
+ Description |

type | xs:string

) minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation

The optional Description element is a description of the file.

element InspectionProgramType/FormalStandard

-

diagram

FormalStandard ]

Eli:i‘lherFormaI.‘itandard |

|
EFOTI"I"Iﬂl StandardEnum | |
|
|

type | FormalStandardType

properties content  complex

children | FormalStandardEnum OtherFormalStandard

annotation documentation
The FormalStandard element is the standard against which the inspection characteristics are to be evaluated.
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element InspectionProgramType/Author

diagram
type | EmployeeType
properties content  complex
children | Name Employeeld Shift
annotation documentation

The Author element gives information about the author of the inspection program.

complexType InspectionSoftwareltemsType

diagram §TTTTTTTemTmooTomTem oo T
--4 InspectionProgramGeneration...
r-+ InspectionProgramExecutions

[Inspec‘tionSoftwareltemsType E]—E:EH--' Analysis Software
o 0.2
:LJ: CADSoftware
pOTTTTT (Y
J: DMESoftware
----------- Do
children | InspectionProgramGenerationSoftware InspectionProgramExecutionSoftware AnalysisSoftware CADSoftware
DMESoftware
used by elements InspectionTraceabilityType/lnspectionSoftwareltems
PrelnspectionTraceabilityType/InspectionSoftwareltems
ProductTraceabilityType/lInspectionSoftwareltems
ActualProductTraceabilityType/lnspectionSoftwareltems
annotation documentation

The InspectionSoftwareltemsType defines information about software used to create the product model, to analyze data
and/or to perform the product inspection.
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element InspectionSoftwareltemsType/lnspectionProgramGenerationSoftware

ANSI/QIF Part 2-2014

diagram

type | SoftwareType

minOcc 0
maxOcc  unbounded
content  complex

properties

children | VendorName ApplicationName Version Description

annotation documentation

program used to perform the inspection.

Each optional InspectionProgramGenerationSoftware element gives information about software used to generate the

element InspectionSoftwareltemsType/lnspectionProgramExecutionSoftware

diagram r—— —— —— — — —

--------- )

I i
+- Version !
] ]

type | SoftwareType

minOcc 0
maxOcc  unbounded
content  complex

properties

children | VendorName ApplicationName Version Description

annotation documentation

inspection.

Each optional InspectionProgramExecutionSoftware element gives information about software used to perform the

element InspectionSoftwareltemsType/AnalysisSoftware

diagram

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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type | SoftwareType

minOcc 0
maxOcc  unbounded
content complex

properties

children | VendorName ApplicationName Version Description

documentation

annotation . . . . . . . .
Each optional AnalysisSoftware element gives information about software used for inspection data analysis.

element InspectionSoftwareltemsType/CADSoftware

diagram

type | SoftwareType

minOcc 0
maxOcc  unbounded
content _complex

properties

children | VendorName ApplicationName Version Description

documentation

annotation . . . .
Each optional CADSoftware element gives information about the CAD software used to create the product model.

element InspectionSoftwareltemsType/DMESoftware

diagram r—

A .
" Version .
]

'
Tt
'

[

type | SoftwareType

minOcc 0
maxOcc  unbounded
content _complex

properties

children | VendorName ApplicationName Version Description

documentation

annotation . . . . .
Each optional DMESoftware element gives information about the software running on the DME.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 16
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complexType InspectionTraceabilityType

diagram

[Inspec‘lionTraceabiIityType ET]—E:E}

ReferencedQIF Planinstance

EReferE!nc:E!E:iC.‘!IFPIan

children | InspectingOrganization CustomerOrganization SupplierCode PurchaseOrderNumber OrderNumber ReportNumber
InspectionScope InspectionMode Partiallnspection NotableEvents NotedEvents InspectionStart InspectionEnd
InspectionSoftwareltems InspectionProgram InspectionOperator ReportPreparer ReportPreparationDate
ReportType SecurityClassification PlantLocation ReferencedQIFPlaninstance ReferencedQIFPlan Errors

documentation

annotation . . ) . . . . .
The InspectionTraceabilityType defines information to support traceability of the inspection report.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 17
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element InspectionTraceabilityType/lnspectingOrganization

diagram

type | OrganizationType
; minOcc 0
roperties
prop maxOcc 1
content complex

children | Name Address

annotation documentation
The optional InspectingOrganization element gives information about the organization that generated the data in the

report. The name of the inspecting organization is the 'Organization Name' required by AS9102A.

element InspectionTraceabilityType/CustomerOrganization

diagram

type | CustomerOrganizationType
. minOcc 0
roperties
prop maxOcc 1
content _complex

children | Name Address CustomerNumber

annotation documentation
The optional CustomerOrganization element gives information about the organization that is the customer for the data in

the report.

element InspectionTraceabilityType/SupplierCode

diagram | & ooy

type | xs:string
. minOcc 0
t
propertes maxOce 1
content  simple
annotation documentation
The optional SupplierCode element is a number given by the Customer to the organization that generated the XML file in

which this information appears. From the customer's point of view, the supplier code identifies a specific supplier. Supplier
code is sometimes called Vendor Code, Vendor Identification Number, Supplier Number, etc.

element InspectionTraceabilityType/PurchaseOrderNumber

diagram = ;
+ PurchaseOrderNumber ;

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 18
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type | Xs:string
: minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation
The optional PurchaseOrderNumber element is an identifier assigned by the customer to a purchase order. A purchase

order is a contract between the supplier and the customer that commits the customer and supplier to specific prices for
specific goods (and possibly specific amounts of goods). A purchase order may be a standing agreement under which a

number of specific orders are made over a period of time.

element InspectionTraceabilityType/OrderNumber

diagram =
' Orderdumber |
type | xs:string
: minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation
The optional OrderNumber element is an identifier assigned by the customer to an order. Where there is a standing
purchase order, there may be several order numbers for specific purchases over a period of time.

element InspectionTraceabilityType/ReportNumber

diagram EoTTToemT e
' ReportNumber '
type | xs:string
: minOcc 0
1
properties maxOce 1
content  simple
annotation documentation
The optional ReportNumber element is the number assigned to the report corresponding to the reported data. If AS9102A
forms are being used, this may be used as the value of the FAI (First Article Inspection) Report Number field.

element InspectionTraceabilityType/lnspectionScope

diagram 5 : i

. InspectionScope |
type | InspectionScopeEnumType
: minOcc 0

roperties

prop maxOcc 1
content  simple
Kind Value Annotation

facets enumeration DETAIL

enumeration ASSEMBLY

annotation

documentation
The optional, enumerated InspectionScope element is the scope of a first article inspection as used in AS9102A.

element InspectionTraceabilityType/lnspectionMode

diagram = . i
' InspectionMode |

type

InspectionModeEnumType

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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. minOcc 0

roperties

prop maxOcc 1
content  simple
Kind Value Annotation

facets .

enumeration  FAI_Full
enumeration  FAI_Partial
enumeration  100Percent
enumeration APQP
enumeration KPC
enumeration PPAP

annotation documentation

The optional, enumerated InspectionMode element is the mode of a first article inspection as used in AS9102A.

element InspectionTraceabilityType/Partiallnspection

diagram — = o o o o o o e ]
| PartiallnspectionType |
| EE-aseIineProdun::‘tHumber | |
Partiallnspection --EEBaseIineProduct\I’ersion |
| ERE&SOHFOTP&I‘H&”HSDEC‘“OH | :
type | PartiallnspectionType
) minOcc 0
roperties
prop maxOcc 1
content  complex
children | BaselineProductNumber BaselineProductVersion ReasonForPartiallnspection
annotation documentation

The optional Partialinspection element gives the rationale for a partial inspection. It should be used if the value of the
InspectionMode element is FAI_Partial and may be used for any other partial inspection.

element InspectionTraceabilityType/NotableEvents

diagram -
9 |rllo'.ﬂbleE-:en:sT5.'pe |
' NotableEvents -] HotableEvent |
 Motsictvents |
| 1.2
—
type | NotableEventsType
; minOcc 0
roperties
prop maxOcc 1
content  complex
children | NotableEvent
annotation documentation

The optional NotableEvents element is a list of notable events associated with the inspection.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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element InspectionTraceabilityType/NotedEvents
diagram ——— — — — —
| HotedEventsType |
! NotedEvents [ EH WotedEvent
ot |
1.2
[
type | NotedEventsType
; minOcc 0
properties maxOce 1
content  complex

children | NotedEvent

annotation documentation
The optional NotedEvents element is a list of noted events associated with the inspection.

element InspectionTraceabilityType/lnspectionStart

diagram

type | xs:dateTime
: minOcc 0
t
properties maxoce 1
content  simple

annotation documentation
The optional InspectionStart element is the date and time in GMT (not local time) when the inspection started.

element InspectionTraceabilityType/lnspectionEnd

diagram = - ]
i InspectionEnd !

type | xs:dateTime
. minOcc 0
properties maxOce 1
content  simple
annotation documentation
The optional InspectionEnd element is the date and time in GMT (not local time) when the inspection completed. For
systems that do both inspection and analysis, it would imply completion of both inspection and the analysis.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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element InspectionTraceabilityType/InspectionSoftwareltems

diagram |

—4: Analysis Software

[ ittt bttt bttty |

5
W
b=
[1]
o
Q
=]
2]
%
-]
=
1]
=3
]
3
Wi
@J
PSP P! | JE PRy

0.= J
type | InspectionSoftwareltemsType
. minOcc 0
roperties
prop maxOcc 1

content _complex

children | InspectionProgramGenerationSoftware InspectionProgramExecutionSoftware AnalysisSoftware CADSoftware
DMESoftware

documentation
The optional InspectionSoftwateltems element is a list of information describing the software used in model creation,
inspection and data analysis.

annotation

element InspectionTraceabilityType/lnspectionProgram

diagram r—

type | InspectionProgramType

minOcc 0
maxOcc 1
content  complex

properties

children | Eile Description FormalStandard Author

documentation
The optional InspectionProgram element gives information about a program (such as a CMM program) used or to be
used to in the inspection.

annotation

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 22
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element InspectionTraceabilityType/lnspectionOperator

diagram

type | EmployeeType
: minOcc 0
t

properties maxOoce 1

content _complex

children | Name Employeeld Shift

annotation documentation
The optional InspectionOperator element gives information about the person who operated the inspection device that

gathered the data being reported.

element InspectionTraceabilityType/ReportPreparer

diagram —
|—E|'np|0','eeT','|.J|3 _l

type | EmployeeType
: minOcc 0
properties maxOce 1

content complex

children | Name Employeeld Shift

: documentation
annotation . . . . . .
The optional ReportPreparer element gives information about the person who prepared the inspection report (an

AS9102A first article inspection report, for example).

element InspectionTraceabilityType/ReportPreparationDate

diagram

type | xs:dateTime
: minOcc 0
{ t
properties maxOce 1

content  simple

documentation

annotation . . . . . .
The optional ReportPreparationDate element is the date and time in GMT (not local time) when the report was completed.

element InspectionTraceabilityType/ReportType

diagram

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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type | xs:token

; minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation

The optional ReportType element is the type of inspection report.

element InspectionTraceabilityType/SecurityClassification

diagram

type | SecurityClassificationType

minOcc 0
maxOcc 1
content _complex

properties

children | SecurityClassificationEnum OtherSecurityClassification

documentation

annotaton The optional SecurityClassification element gives the security classification of the inspection report.

element InspectionTraceabilityType/PlantLocation

diagram T T T T T T T T T
LocationType

Hattributes

PlantLocation

ELot:ationDes;t:ri ption

type | LocationType

minOcc 0
maxOcc 1
content  complex

properties

children | LocationDescription Address

Name Type Use Default Fixed

attributes id QIFIdType required

Annotation
documentation
The id
attribute is the
QIF id of the
location, used
for
referencing.

annotation documentation

The optional PlantLocation element gives information about the location of the plant where the inspection was performed.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)
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element InspectionTraceabilityType/ReferencedQIFPlaninstance

diagram
type | QPIdFullReferenceType
properties content  complex
children | ltemQPId DocumentQPId
annotation documentation

The ReferencedQIFPlaninstance element identifies the plan that was used in preparing this file.

element InspectionTraceabilityType/ReferencedQIFPlan

diagram =

type | Xs:NMTOKEN

: content  simple
roperties : T
prop fixed ThisFile
annotation documentation

The ReferencedQIFPlan element indicates that the QIF Plans file that was used in preparing this file is the one in this file.

element InspectionTraceabilityType/Errors

diagram — e
| ErrorsType
iErrors =] == |
| 1.. |
L -
type | ErrorsType
) minOcc 0
roperties
prop maxOcc 1
content complex
children | Error
annotation documentation

The Errors element is a list of any errors that occurred during the measurement process.

complexType ManufacturingProcessTraceabilitiesType

diagram - : _ .
[Manufac:tur|ngProcessTraceab|l... E]—E-—)E]—{ ManufacturingProcessTraceabi...
1.2
children | ManufacturingProcessTraceability
used by element ManufacturingProcessTraceabilities
annotation documentation

The ManufacturingProcessTraceabilitiesType defines a list of manufacturing traceabilities that can be referenced by their
QIF Id.
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element ManufacturingProcessTraceabilitiesType/ManufacturingProcessTraceability

diagram = ]
| ManufacturingProcessTraceability Type
ManufacturingProcessTraceabi... |%]—'—
1@ |
L - _ _ _ _ _ _ _
type | ManufacturingProcessTraceabilityType
: minOcc 1
roperties
prop maxOcc  unbounded
content _complex
children | Attributes Description Job Revision PreviousOperationld Path MachineManufacturerName Machineldentifier
Operatorldentifier Shift Department Responsibilityldentifier PlantSector ProcessParameter AssociatedTraceabilityld
attributes Name Type Use Default Fixed Annotation

id QIFIdType required documentation
The id
attribute is the
QIF id of the
manufacturing
process
traceability,
used for
referencing.

annotation documentation

Each ManufacturingProcessTraceability element gives traceability information for a manufacturing process.
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complexType ManufacturingProcessTraceabilityType

diagram
9 Elattributes

mmmem—————— -
]

- Attributes [

[I."Ianufac‘lur|ngProcessTraceab|l... ET]— :—-4:=Revision i

|

-l o

il
=
&
Q
=
=]
@
=
&
3
=
&
[y
c
=
o]
=
=
&
El
@

'

'

'

'

| mrmememmmmmmememe—m—aaaao -
=

-4 AssociatedTraceabilityld

children | Attributes Description Job Revision PreviousOperationld Path MachineManufacturerName Machineldentifier
Operatorldentifier Shift Department Responsibilityldentifier PlantSector ProcessParameter AssociatedTraceabilityld

element ManufacturingProcessTraceabilitiesType/ManufacturingProcessTraceability

used by

Name Type Use Default Fixed Annotation

id QIFIdType required documentation
The id
attribute is the
QIF id of the
manufacturing
process
traceability,
used for
referencing.

attributes

documentation

annotation . - ) - . .
The ManufacturingProcessTraceabilityType defines traceability information for a manufacturing process.
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attribute ManufacturingProcessTraceabilityType/@id

type | QIFIdType

properties use required

annotation documentation
The id attribute is the QIF id of the manufacturing process traceability, used for referencing.

element ManufacturingProcessTraceabilityType/Description

diagram E

type | xs:string
; minOcc 0
roperties
prop maxOcc 1
content  simple

: documentation
annotation . L . .
The optional Description element gives the manufacturing process.

element ManufacturingProcessTraceabilityType/Job

diagram EEJOb
type | xs:string
: minOcc 0
roperties
prop maxOcc 1
content __simple

; documentation
annotation . . . )
The optional Job element is the job number for the manufacturing process.

element ManufacturingProcessTraceabilityType/Revision

diagram

type | xs:string

minOcc 0
maxOcc 1
content  simple

properties

annotation documentation
The optional Revision element is the revision number of the manufacturing process (NC cutter tape for example).

element ManufacturingProcessTraceabilityType/PreviousOperationld
diagram —
g | OIFRE"erenceFL|IIT5.'pe_|
| Hattributes |

———————————————————————

PreviousOperationid

I
type | QIFReferenceFullType
. minOcc 0
t
properties maxOce 1
content  complex
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attributes

Name Type Use Default Fixed Annotation

asmPath QIFIdType documentation
The optional
asmPath
attribute is an
id which must
be used for
locating of the
assembly path
within the
AsmPaths.
The assembly
path
(instantiation
chain)
unambiguously
identifies a
model entity
within an
assembly.

annotation

documentation
The optional PreviousOperationld element identifies an instance of ManufacturingProcessTraceabilityType giving the
manufacturing process traceability information for the previous manufacturing operation.

element ManufacturingProcessTraceabilityType/Path

diagram [
" Path
type | xs:string
. minOcc 0
roperties
prop maxOcc 1
content __simple
annotation documentation

The optional Path element gives the physical route used in a manufacturing process, eg "Line 3/Drilling machine
#7/Spindle #2".

element ManufacturingProcessTraceabilityType/MachineManufacturerName

diagram Tttt y
. MachineManufacturerlame :
type | xs:string
: minOcc 0
roperties
prop maxOcc 1
content __simple
annotation documentation

The optional MachineManufacturerName element is the name of the company manufacturing the machine tool used in
the process.

element ManufacturingProcessTraceabilityType/Machineldentifier

diagram e
. Machineldentifier .
type | xs:string
i minOcc O
roperties
prop maxOcc 1
content _ simple
annotation documentation

The optional Machineldentifier element is the identifier for the machine tool used in the process.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 29




ANSI/QIF Part 2-2014

QIF Library 2.0

element Manu

facturingProcessTraceabilityType/Operatorldentifier

diagram =

__________________

Operatoridentifier

type | Xs:string
; minOcc 0
roperties
prop maxOcc 1
content  simple

annotation documentation
The optional Operatorldentifier element gives an identifier for the person operating the machine tool used in the process.

element ManufacturingProcessTraceabilityType/Shift

diagram EEShiﬂ
type | xs:string
: minOcc 0
roperties
prop maxOcc 1
content  simple

annotation documentation
The optional Shift element gives the shift in which this manufacturing process took place.

element ManufacturingProcessTraceabilityType/Department

diagram

type | xs:string
. minOcc 0
roperties
prop maxOcc 1
content  simple
: documentation
annotation . . . .
The optional Department element is a the name of department undertaking the manufacturing process.

element ManufacturingProcessTraceabilityType/Responsibilityldentifier

diagram E
Responsibilityldentifier
type | xs:string
: minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation
The optional Responsibilityldentifier element gives an identifier for the entity responsible for this manufacturing process.

element ManufacturingProcessTraceabilityType/PlantSector

--------------

diagram = :
' PlantSector :
type | xs:string
: minOcc 0
roperties
prop maxOcc 1
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content  simple

annotation

documentation
The optional PlantSector element is a the plant sector in which the manufacturing process takes place.

element ManufacturingProcessTraceabilityType/ProcessParameter

diagram e
I_Processpﬁrmﬂe:erT','pe _l
. ProcessParameter E:] |
.................................... A
0.x= | :
type | ProcessParameterType
. minOcc 0
roperties
prop maxOcc  unbounded
content complex
children | ParameterType ParameterValue
annotation documentation

Each optional ProcessParameter element gives the type and value of a process parameter used in the manufacturing
process.

element ManufacturingProcessTraceabilityType/AssociatedTraceabilityld

diagram

| OIFRe=erenceFullType_|

| Hattributes |

type

QIFReferenceFull Type

properties

minOcc 0
maxOcc 1
content _complex

attributes

Name Type Use Default Fixed Annotation

asmPath QIFIdType documentation
The optional
asmPath
attribute is an
id which must
be used for
locating of the
assembly path
within the
AsmPaths.
The assembly
path
(instantiation
chain)
unambiguously
identifies a
model entity
within an
assembly.

annotation

documentation

The optional AssociatedTraceabilityld element identifies an instance of ManufacturingProcessTraceabilityType giving
manufacturing process traceability information associated with this manufacturing operation. Some traceability
information like Department and PlantSector can apply to many items; this sort of data can be stored in one instance and
referenced by other traceability instances.
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complexType PartiallnspectionType

diagram = -
BaselineProductNumber |
[Partiallnspec‘tionTvpe --EEBaseIineProduc‘t\r'ersion '
EF{easaonForParliaIInsr.len::‘tion |
children | BaselineProductNumber BaselineProductVersion ReasonForPartiallnspection
used by elements InspectionTraceabilityType/Partiallnspection PrelnspectionTraceabilityType/Partiallnspection
: documentation
annotation . ) . ) - .
The PartiallnspectionType defines the rationale for a partial inspection.

element PartiallnspectionType/BaselineProductNumber

diagram = i
(BaselmeProduc‘lNumber
type | xs:string
properties content  simple
annotation documentation
The BaselineProductNumber element gives an identifier of a product that has had a previous inspection (such as FAl)
and is of the same type as the one being subjected to partial inspection.

element PartiallnspectionType/BaselineProductVersion

diagram e
. BaselineProductVersion :
type | xs:string
. minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation
The optional BaselineProductVersion element is the version of the product that had a previous inspection.

element PartiallnspectionType/ReasonForPartiallnspection

diagram = - -
ReasonForPartiallnspection
type | xs:string
properties content  simple
; documentation

annotation . . . o . . .
The ReasonForPartiallnspection element is the reason for a partial inspection, for example, changes in design, process,
manufacturing location, etc.
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diagram

r-J: InspectingOrganization [+]

4 AsmPathids

'
'
'
'
'
v
'
'
'
'
'
v
'
'
'
'
'
r-
'
'
'
'
'
r
'
'
'
'
'
-
'
'

[PreInspectionTraceabilityType @I

EREfErEHCEdQlFPl&H

FormalStandard

children

InspectingOrganization CustomerOrganization SupplierCode PurchaseOrderNumber OrderNumber AsmPathlds

ReportNumber InspectionScope InspectionMode Partiallnspection NotableEvents InspectionSoftwareltems

InspectionProgram SecurityClassification PlantLocation ReferencedQIFPlaninstance ReferencedQIFPlan

FormalStandard

annotation

documentation

The PrelnspectionTraceabilityType defines information to support traceability of the inspection report.

element PrelnspectionTraceabilityType/lnspectingOrganization

diagram
type | OrganizationType
. minOcc 0
t

properties maxOce 1
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content  complex

children | Name Address

annotation documentation
The optional InspectingOrganization element gives information about the organization that generated the data in the

report. The name of the inspecting organization is the 'Organization Name' required by AS9102A.

element PrelnspectionTraceabilityType/CustomerOrganization

diagram

type | CustomerOrganizationType

properties

maxOcc 1

minOcc 0

content  complex

children | Name Address CustomerNumber

annotation . N . . . o . .
The optional CustomerOrganization element gives information about the organization that is the customer for the data in

documentation

the report.

InspectionTraceabilityType/SupplierCode

element Pre

diagram

type | xs:string
: minOcc 0
roperties
prop maxOcc 1
content simple
annotation documentation
The optional SupplierCode element is a number given by the Customer to the organization that generated the XML file in

which this information appears. From the customer's point of view, the supplier code identifies a specific supplier. Supplier
code is sometimes called Vendor Code, Vendor Identification Number, Supplier Number, etc.

element PrelnspectionTraceabilityType/PurchaseOrderNumber

diagram

PurchaseOrderlumber '

type

xs:string

properties

minOcc 0
maxOcc 1
content  simple

annotation

documentation
The optional PurchaseOrderNumber element is an identifier assigned by the customer to a purchase order. A purchase

order is a contract between the supplier and the customer that commits the customer and supplier to specific prices for
specific goods (and possibly specific amounts of goods). A purchase order may be a standing agreement under which a

number of specific orders are made over a period of time.

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC)

34




QIF Library 2.0 ANSI/QIF Part 2-2014

element PrelnspectionTraceabilityType/OrderNumber

diagram

type | Xs:string

. minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation

The optional OrderNumber element is an identifier assigned by the customer to an order. Where there is a standing
purchase order, there may be several order numbers for specific purchases over a period of time.

element PrelnspectionTraceabilityType/AsmPathlds

diagram r—
| ArrayReferenceType |
| Hetiributes |
! AsmPathids [ |
| 1.2
L |
type | ArrayReferenceType
; minOcc 0
roperties
prop maxOcc 1
content  complex
children | Id
attributes Name Type Use_ Default Fixed Annotation _
N NaturalType required documentation
The required
N attribute
shows how
many Id
elements are
present in this
array.
; documentation
annotation . . . .
The optional AsmPathlds element is the list of AsmPath QIF ids.

element PrelnspectionTraceabilityType/ReportNumber

_______________ A

EEReporlNumber E

diagram

type | xs:string

minOcc 0
maxOcc 1
content  simple

properties

annotation documentation
The optional ReportNumber element is the number to be assigned to the report corresponding to the reported data. If

AS9102A forms are being used, this may be used as the value of the FAI (First Article Inspection) Report Number field.
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element PrelnspectionTraceabilityType/lnspectionScope

diagram

type | InspectionScopeEnumType

. minOcc 0

roperties

prop maxOcc 1
content  simple
Kind Value Annotation

facets .

enumeration DETAIL
enumeration ASSEMBLY

annotation documentation

The optional, enumerated InspectionScope element is the scope of a first article inspection as used in AS9102A.

element PrelnspectionTraceabilityType/lInspectionMode

diagram = A
' InspectionMode |
type | InspectionModeEnumType
. minOcc 0
roperties
prop maxOcc 1
content  simple
Kind Value Annotation
facets .
enumeration  FAI_Full
enumeration  FAI_Partial
enumeration  100Percent
enumeration APQP
enumeration KPC
enumeration PPAP
annotation documentation
The optional, enumerated InspectionMode element is the mode of a first article inspection as used in AS9102A.

element PrelnspectionTraceabilityType/Partiallnspection

diagram

-~ BaselineProductVersion

=l
&
=
[
=
@
=
@
=
Q
El

type | PartiallnspectionType

minOcc 0
maxOcc 1
content  complex

properties

children | BaselineProductNumber BaselineProductVersion ReasonForPartiallnspection

documentation
The optional Partiallnspection element gives the rationale for a partial inspection. It should be used if the value of the
InspectionMode element is FAI_Partial and may be used for any other partial inspection.

annotation
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diagram - - - -
9 |rND'_ﬁb|EE'\'EI'|ZST','pE |
! NotableEvents =+ Wotableevent £ |
 Motsiebvents |
| 1.m
|
type | NotableEventsType
: minOcc 0
roperties
prop maxOcc 1
content  complex
children | NotableEvent
annotation documentation

The optional NotableEvents element is a list of notable events associated with the inspection.

element PrelnspectionTraceabilityType/InspectionSoftwareltems

diagram T T T T T T T T T
| InspectionSoftwareltemsType |
| 'r-J: InspectionProgramExecution 5. |

i Inspection Softwareltems ETE)EH..J Analysis Software |
| = |
| L. DMESoftware I
e = |
type | InspectionSoftwareltemsType
) minOcc 0
roperties
prop maxOcc 1
content complex
children | InspectionProgramGenerationSoftware InspectionProgramExecutionSoftware AnalysisSoftware CADSoftware
DMESoftware
annotation documentation

The optional InspectionSoftwateltems element is a list of information describing the software to be used in model
creation, inspection and data analysis.
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element PrelnspectionTraceabilityType/lnspectionProgram

diagram r—

Author

type | InspectionProgramType

minOcc 0
maxOcc 1
content  complex

properties

children | File Description FormalStandard Author

documentation
The optional InspectionProgram element gives information about a program (such as a CMM program) to be used to in
the inspection.

annotation

element PrelnspectionTraceabilityType/SecurityClassification

diagram

type | SecurityClassificationType

minOcc 0
maxOcc 1
content complex

properties

children | SecurityClassificationEnum OtherSecurityClassification

documentation

annotation . . e . . e . .
The optional SecurityClassification element gives the security classification of the inspection report.

element PrelnspectionTraceabilityType/PlantLocation

diagram - - - T T T T/
LocationType

Hattributes

PlantLocation

ELOG&tiOI‘IDESCri ption

type | LocationType

minOcc 0
maxOcc 1
content  complex

properties

Copyright © 2014 by Dimensional Metrology Standards Consortium, Inc. (DMSC) 38




QIF Library 2.0 ANSI/QIF Part 2-2014

children | LocationDescription Address
; Name Type Use Default Fixed Annotation
attributes . . .
id QIFIdType required documentation
The id
attribute is the
QIF id of the
location, used
for
referencing.
annotation documentation

The optional PlantLocation element gives information about the location of the plant where the inspection was performed.

element PrelnspectionTraceabilityType/ReferencedQIFPlaninstance

diagram
type | QPIdFullReferenceType
properties content  complex
children | ltemQPId DocumentQPId
annotation documentation

The ReferencedQIFPlaninstance element identifies the plan that was used in preparing this file.

element PrelnspectionTraceabilityType/ReferencedQIFPlan

diagram =

type | Xs:NMTOKEN

; content  simple
roperti : T
properties fixed  ThisFile
annotation documentation

The ReferencedQIFPlan element indicates that the QIF Plans file that was used in preparing this file is the one in this file.

element PrelnspectionTraceabilityType/FormalStandard

diagram r——
| FormalStandardType |
EForrr'uilStandardEnum | |
FormalStandard [ |
" OtherFormalStandard | |
—_— e 1]
type | FormalStandardType
properties content  complex
children | FormalStandardEnum OtherFormalStandard
annotation documentation

The FormalStandard element is the standard against which the inspection characteristics are to be evaluated.
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complexType ProcessParameterType

diagram =
ParameterType
[ProcessParameterType = ==
" ParameterValue
children | ParameterType ParameterValue
used by element ManufacturingProcessTraceabilityType/ProcessParameter
annotation documentation

The ProcessParameterType defines the type and value of a process parameter.

element ProcessParameterType/ParameterType

diagram =
ParameterType
type | xs:string
properties content  simple
annotation documentation

The ParameterType defines the type of the process parameter.

element ProcessParameterType/ParameterValue

diagram =
ParameterValue
type | xs:string
properties content  simple
annotation documentation

The ParameterValue is the value of the process parameter.

complexType ProductTraceabilityType

diagram EoTmm e 3
r-~ ReportHumber '
:r—4EManufacturingProcessld

[ProductTraceabilityType @+

L

children | ReportNumber ManufacturingProcessld Fixtureld NotableEventlds InspectionSoftwareltems InspectionProgram

MeasurementDevicelds
annotation documentation

The ProductTraceabilityType defines traceability information for a part or assembly.
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element ProductTraceabilityType/ReportNumber

diagram EoTTT Tt
' ReportNumber '

type | xs:string

; minOcc 0
roperties
prop maxOcc 1
content  simple
annotation documentation

The optional ReportNumber element is the number to be assigned to the report corresponding to the reported data. If
AS9102A forms are being used, this may be used as the value of the FAI (First Article Inspection) Report Number field.

element ProductTraceabilityType/ManufacturingProcesslid

diagram | UIFRe:erenceFullT','pe_l
| Hsttributes |
__'E‘?F_“_f?_“f‘_'f'_“_%'ff‘?‘f‘?f“‘_*_"_’_'?":‘ asmPath | |
L |
type | QIFReferenceFullType
; minOcc 0
properties maxOce 1
content  complex
attributes Name Type Use Default Fixed Annotation '
asmPath QIFIdType documentation
The optional
asmPath
attribute is an
id which must
be used for
locating of the
assembly path
within the
AsmPaths.
The assembly
path
(instantiation
chain)
unambiguously
identifies a
model entity
within an
assembly.
annotation documentation
The optional ManufacturingProcessld element is a reference to the traceability information for the manufacturing process
to be used to create the product.

element ProductTraceabilityType/Fixtureld

diagram
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type

QIFReferenceFull Type

properties

minOcc 0
maxOcc 1
content complex

attributes

Name Type Use Default Fixed Annotation

asmPath QIFIdType documentation
The optional
asmPath
attribute is an
id which must
be used for
locating of the
assembly path
within the
AsmPaths.
The assembly
path
(instantiation
chain)
unambiguously
identifies a
model entity
within an
assembly.

annotation

documentation
The optional Fixtureld element is a QIF reference to a fixture defined to be used in the setup of a measurement plan.

element ProductTraceabilityType/NotableEventlds

diagram |
|Arra','Re=erent:eFuIIT','pe |
| Bsttributes |
i NotableEventlds [ |
| 1.2
L
type | ArrayReferenceFullType
: minOcc 0
roperties
prop maxOcc 1
content complex
children | Id
" Name Type Use Default Fixed Annotation
attributes . .
N NaturalType required documentation
The required
N attribute
shows how
many Id
elements are
present in this
array.
annotation documentation

The optional NotableEventlds element is a list of QIF ids of notable events.
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element ProductTraceabilityType/inspectionSoftwareltems

diagram | T — — — -

—4: Analysis Software

Ve o e e
[ttt bttt bttty |

-4: CADSoftware

e Y

coooooooopoooooaoodoooncoao

type | InspectionSoftwareltemsType

minOcc 0
maxOcc 1
content _complex

properties

children | InspectionProgramGenerationSoftware InspectionProgramExecutionSoftware AnalysisSoftware CADSoftware
DMESoftware

documentation

annotation . . . . . . .
The optional InspectionSoftwareltems element is a list of software to be used in the inspection.

element ProductTraceabilityType/lnspectionProgram

diagram r— — —— — — —

|

|

: |
_____________________ - Description ! |
|

|

|

lard

type | InspectionProgramType

minOcc 0
maxOcc 1
content  complex

properties

children | FEile Description FormalStandard Author

documentation
The optional InspectionProgram element gives information about a program (such as a CMM program) to be used to
inspect the product.

annotation
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element ProductTraceabilityType/MeasurementDevicelds

diagram
MeasurementDevicelds [
type | ArrayReferenceFull Type
. minOcc 0
roperties
prop maxOcc 1
content  complex
children | Id
attributes Name Type Use_ Default Fixed Annotation _
N NaturalType required documentation
The required
N attribute
shows how
many Id
elements are
present in this
array.
annotation documentation

The optional MeasurementDevicelds element is a list of references to the measurement devices to be used in the
inspection.

complexType TimeDescriptionType

diagram = -
TimeDescriptionEnum |
[TimeDescriptionT',rpe H -3 5
=DtherTimeDescription |
children | TimeDescriptionEnum OtherTimeDescription
used by element EnvironmentType/TimeDescription
annotation documentation

The TimeDescriptionType defines the time, relative to the inspection, at which the environment data are measured.

element TimeDescriptionType/TimeDescriptionEnum

diagram = .
(TII’T‘IEDESCTI;}I:IOHEHLIFI"I
type | TimeDescriptionEnumType
properties content  simple
facets Kind Value Annotation

enumeration INSPECTION_START
enumeration INSPECTION_END
enumeration INTERMEDIATE

annotation documentation

The TimeDescriptionEnum element describes an often-used relative time.
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element TimeDescriptionType/OtherTimeDescription

diagram = - s
(O‘lherTlmeDescnptlon
type | xs:string
properties content  simple
annotation documentation

The OtherTimeDescription element gives a relative time in natural language.

simpleType InspectionModeEnumType

type | restriction of xs:string
properties base  xs:string
used by elements  InspectionTraceabilityType/InspectionMode PrelnspectionTraceabilityType/InspectionMode
facets E&%eraﬂon \F/illu_?:ull Annetaten

enumeration  FAI_Partial
enumeration  100Percent
enumeration  APQP
enumeration KPC
enumeration  PPAP

annotation documentation

The InspectionModeEnumType enumerates values that describe the first article inspection mode. For an AS9102A
application, allowable values are FAI_Full for a full first article inspection or FAI_Partial for a partial first article inspection.

simpleType InspectionScopeEnumType

type | restriction of xs:NMTOKEN
properties base xs:NMTOKEN
used by elements InspectionTraceabilityType/lnspectionScope PrelnspectionTraceabilityType/lnspectionScope
Kind Value Annotation
facets .
enumeration DETAIL
enumeration ASSEMBLY
annotation documentation

The InspectionScopeEnumType enumerates values that describe the first article inspection scope. For an AS9102A
application, allowable values are DETAIL and ASSEMBLY.

simpleType TimeDescriptionEnumType

type | restriction of xs:NMTOKEN
properties base xs:NMTOKEN
used by element TimeDescriptionType/TimeDescriptionEnum
facets Kind Value Annotation
enumeration INSPECTION_START
enumeration INSPECTION_END
enumeration INTERMEDIATE
annotation documentation

The TimeDescriptionEnumType enumerates values that describe the time, relative to the inspection, at which the
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| environment data are measured. INTERMEDIATE means between INSPECTION_START and INSPECTION_END.
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